TT-FO-01 Trade Show Funnel Tower - 12ft
Included In Your Kit

- ALLEN KEY SET x1
- ES30 x12
- FUN-PLATE-ST x2
- FUN-BASE x1
- FUN-PH-45 x3
- FUN-HUB-TRI x1
- FUN-1200MM-TRI-30 x2
- FUN-T1 x3
- FUN-T2 x3
- FUN-T2-SP x3
- FUN-03-G x1

Graphics
Connection Method 1:
FUN-BASE / FUN-PLATE-ST

Take the two halves of the wooden round base with the two metal base plates and align them together. Use the provided hardware to fasten them together. There are four corners that you will need to fasten, each corner gets 1 bolt, 1 washer and 1 wing nut. Fasten them tight.

Connection Method 2:
FUN-BASE / TRI-30

Use the provided hardware to fasten the TRI-30 on to the metal base plates. There are three holes at the end of the TRI-30, each hole gets 1 bolt and 1 washer. Fasten them tight.

Connection Method 3:
TRI-30

Use the provided hardware to fasten the Trilok TRI-30 to TRI-30. There are three holes to each Trilok section, each hole gets 1 bolt and 1 wing nut. Fasten them tight.

Connection Method 4:
ES30

Turning counter clock-wise, loosen the screws found inside of the spigot buttons. Do not remove them. Compress the spigot and insert into the tubes. Once the spigot is in the tubes, the spigot will decompress and the button will protrude through the tubes. Turning clock-wise, lock the spigot buttons in place. Do not over tighten.
Connection Methods

Connection Method 5:
FUN-BASE / FUN-PLATE-ST

Turning counter clock-wise, use the provided allen key tool to disengage the clamp. Place the clamp teeth into the channel and turn clock-wise to engage into place. Do not over tighten.

Connection Method 6:
FUN-01-G / FUN-BASE

Once the pillowcase is zippered at the top ring and the tower is upright, pull the bottom end of the fabric into the round wooden base fabric channel.
Kit Assembly

Step by Step

Step 1.
Gather the components needed to assemble the base and the first Trilok truss upright. Use exploded view section 1 for layout. Leave the assembly laid out on the floor. Do not stand until Step 4. Reference Connection Methods 1 and 2 for more details.

Step 2.
Gather the components needed to assemble the rest of the Trilok truss uprights. Use exploded view section 2 for layout. Leave the assembly laid out on the floor. Do not stand until Step 4. Reference Connection Method 3 for more details.

Step 3.
Gather the components needed to assemble the top of the funnel. Use section 3 sheets for layouts and tube labels. Leave the assembly laid out on the floor. Do not stand until Step 4. Reference Connection Methods 3, 4 and 5 for more details.

Step 4.
Apply the fabric pillowcase while the Funnel frame is still laid out on the floor. Zipper the pillowcase at the top. Carefully stand the funnel with pillowcase. Reference Connection Method 6 for more details.
Kit Assembly

Step by Step

Step 5.
With the funnel standing upright, pull the pillowcase down towards the round wooden base.
Reference Connection Method 6 for more details.

Step 6.
Setup is complete.